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TH-6 Application
Th-7 Workability

T™M-35 0.2 Boric Acid Test

Eﬁ%ﬂﬁ E%ﬁéﬁz JOINT COMPOUND [B)Li’}'i”N NO: g /33333
PRODUCTS { POLYMERIC BASE) FAGE.: e
,Appaomgfz " gd{‘(’ PRODUCING PIANT CANCELS: J 6003
Lol Ay fﬂ:?@ A SEATTLE DATE: 8/25/69
BULLETIN Y DESCRIPTION % POUNDS | GALLONS

220 | vniting 49.63 1000

251 . |Mica, WMC P 8OF 14.89 300

260 Sericite, Narvon 19.85 - 400

045 - Asbestos 7RF 10 T 4h 150

166 Hamaco 277 2.48 50

330 Polyvinyl Alcohol 1.98 40

164 Glyoxal 80% .40_. g

453 Pregervative .10 2

245 Thickener .50 10

441 HC Tale 2.48 30

454 Nopeo PD 1 .25 5

TOTAL 100.00 2015
" MANUFACTURING INSTRUCTIONS:

1. See Process Bulletin J 303; : ‘ A

2, Mixing time ghall be 8 minutes minimum =and 12 minutes meximum,

QUALITY CONTROL:

TM-1 -  Viscosity, 150 gm cylinder 2 5 sec 38 - 40 _mni

T™-3 Tape Bond | 9 - 10

Equal to Standard

Egual to EStand axd

No firm gel after 1 min,




